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GENERAL NOTES:

1. REMOVE ALL EXISTING RADIANT HEATERS AND RETURN
TO OWNER OR DISPOSE HEATER AS DIRECTED
BY OWNER. CAP ALL EXISTING PIPING THAT IS
NOT RE—-USED FOR NEW HEATER INSTALLATION

2. MOUNT NEW HEATER BELOW EXISTING TRUSSES

SO THAT BOTTOM OF ELEMENT IS FLUSH WITH BOTTOM
u OF LIGHT FIXTURES. DO NOT MOUNT HEATER DIRECTLY §
UNDER EXISTING SPRINKLER HEADS 7

3. CONTRACTOR TO VISIT SITE PRIOR TO NEW
HEATER INSTALLATION AND VERIFY COORDINATION

Ak OF NEW HEATERS WITH EXISTING DUCTWORK,

- LIGHTING AND SPRINKLERS. MINIMUM CLEARANCES

TO COMBUSTIBLES AS RECOMMENDED BY

MANUFACTURER MUST BE FOLLOWED

4. OFFSET AND TRANSITION ANY DUCTWORK REQUIRED
TO CLEAR NEW HEATERS AND MAINTAIN MINIMUM
CLEARANCES TO COMBUSTIBLES

5. DROP NEW 1 1/4"¢ PIPING TO HEATERS AND
PROVIDE SHUT—OFF VALVE AT UNIT
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ALL WORK IS TO BE DONE AFTER 3:30 PM.
CONTRACTOR IS RESPONSIBLE FOR SET—-UP AND

T TEAR—-DOWN OF SCAFFOLDING AND MOVING OF ANY
EQUIPMENT OR FURNITURE BACK INTO ITS ORIGINAL
POSITION BEFORE THE START OF THE NEXT DAY

i/

A é EXTEND EXISTING 1 1/478 GAS %ﬂi
TO NEW HEATER. TYPICAL FOR '
. THOSE SHOWN /

CAPPED

©)

7. PROVIDE HEAT BAFFLES AT POINTS WHERE DUCTS,
CABLE, CONDUIT, ETC. PASS UNDER HEATERS
AT DISTANCES UNDER 60" FROM HEATER
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. COMBUSTION VENT DUCTING SHALL EXTEND NO LESS
bl ~ 2 FEET ABOVE ANY OBSTRUCTION WITHIN 10 FEET
OF THE VENT IN ACCORDANCE WITH THE CANADIAN
GAS CODE. CONSULT CODE FOR PROPER HEIGHT
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4”9 COMBUSTION AIR DUCT
e FROM ROOF C/W INTAKE CAP

e
i

- NEi _ b MOUNTED 18" ABOVE ROOF. =
. HifE ; | — . 1 MAINTAIN A MIN. OF 6" FROM 52
: 7 i N ANY EXHAUST DUCT OR VENT. £
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- gj 4% FLUE 'B’ VENT UP §
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REMOVE PORTION OF ELECTRICAL ' CAPO}\JA(G)BNTED MIN/. DISTANCE !
U—CHANNEL SHOWN TO PROVIDE ABOVE ROOF SPECIFIED BY <
CLEARANCE FOR NEW HEATER CURRENT CANADIAN GAS CODE. -

VENT CAP MUST BE APPROVED B
BY HEATER MANUFACTURER. R
DO NOT COMMON VENT WITH ]

OTHER HEATERS. TYPICAL FOR

ALL HEATERS
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